Global Operation manual

IH8197 3 CAMERA XCAM2 KIT

Contents :

· 3 x XCam2 cameras with built-in transmitter 

· 3 x addressable power supplies 

· 1 x video receiver 

· 1 x Transceiver module 

· 1 x credit card controller 

· all necessary power supplies and cables 

How it works?

Plug in the transceiver module somewhere centrally in your house.

Note : if you have a three phase system, make sure that all modules are placed on the same phase or couple phases by using three FD10 coupler/repeaters (optional)

Plug in your three cameras and give the addressable power supplies that come with the cameras an address. 

E.g. Camera 1 set to A1, Camera 2 set to A2 and Camera 3 set to A3.

All cameras are switched ON.

Now take your remote control. 

If the first button is set to A1, then the second button is set to A2, the third to A3, etc.

So your cameras addresses must follow up too.

Now push camera 2 (button 2) OFF and camera 3 (button 3) OFF
Now you can connect your receiver unit to your television or to your PC (if you have the USB surveillance interface).  (make sure you have only 1 camera set to ON and the others set to OFF with your remote control).

You should receive the image of the camera 1 that is ON.

You switch between cameras by pressing your remote control.

When you press button 1 OFF and button 2 ON you'll have image of Camera 2 on your television, when pressing button 2 OFF and button 3 ON, you will have image of camera 3 on your TV. 

Etc.

